
24”

24”

6’

6’

6’

4’

5’ req. between any marked or unmarked
crosswalk or handicapped ramp, any fire
hydrant, fire lane, call box, or bus stop

6’ min. req. 
between tables

24”

6’

6’

6’

30”
table

30”
table

30”
table

4’ min. width of
unobstructed 
clearance for 
pedestrian travel
not achievable 
with sidewalk
cafe on narrow 
sidewalks; 
seating or 
pedestrian travel
relocated to
parking lane.

6’

rerouted pedestrian travel

Take-out/
curbside 

pickup table

Take-out/
curbside 

pickup 
table

4’ min. width of unobstructed 
clearance req. for pedestrian travel

6’ req. between
seating and doors, 
tree pits, parking 
meters, and other
sidewalk fixtures

SIDEWALK SEATING OPTIONS
10-FOOT WIDE SIDEWALK
Requirements for sidewalks greater than 10 feet wide.
Additional permitting / review required.

PARKLET SEATING OPTIONS
NARROW SIDEWALK

Areas with less than 10 foot sidewalk width.
Additional permitting / review required.

2’ buffer req. 
between seating
and travel lane

36” tall traffic
cones min. 10’ 
apart between
barriers and
travel lane

6’ table

6’ table

2’ buffer req. 
between seating
and travel lane

36” tall traffic
cones min. 10’ 
apart between
barriers and
travel lane

6’ table

6’ table



REQUIREMENTS FOR
ACCESSIBILITY
Dining must be accessible and meet ADA and Massachusetts  Architectural
Access Board’s regulations. https://www.mass.gov/law-library/521-cmr

EXAMPLES OF
ACCEPTABLE BARRIERS


